
Table 
dimensions

(mm)

Rate to apply 
(m³/h)

Permissible 
load 

(kg/m²)

Work surface 
dimensions 

(mm)
1,200 x 800 2,000 200 1,070 x 740
2,000 x 800 3,000 200 1,870 x 740

Description Part number

Complements
A  

 

Duo type table on request

ASMV down-draft table 
for welding and grinding
The ASMV down-draft table incorporates a fan and captures 
fumes from all welding processes and occasional grinding work.

Pollutants are captured by the work surface and 500 mm 
high lateral and front panels.
  Fan, 2.2 kW - 400 V - 3 phases - 50 Hz.
  Metal pre-filter - Dimensions: 610 x 610 x 24 mm (L x W x H).
  Work surface height: 920 mm. 

Ordering

Down-draft table for welding and grinding with backward centrifugal fan.

Conformity

Pre-filter

Fan
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ASMV table, 1,200 x 800 mm                                                     P900900004 
ASMV table, 2,000 x 800 mm                                                        P900900006

Spare consumables
Metal pre-filter                                                                              P000009992

Rear lateral or vertical outlet, Ø 250 mm P000025243B
 Vertical outlet with silencer box                                            P000021704     
TRC Ø 250 mm for silencer, 1,200 x 800 table                        P000027342
TRC Ø 315 mm for silencer, 2,000 x 800 table                        P000027343


