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AMSFM down-draft table 
for welding and grinding

Down-draft tables for welding and grinding - Fan and mechanical filter.

The AMSFM down-draft table incorporates a fan and a fine mechanical filter. It captures fumes from all 
welding processes and occasional grinding work.

Pollutants are captured by the work surface and 500 mm high lateral and front panels.

 Fan, 2.2 kW - 400 V - 3 phases - 50 Hz.
  Metal pre-filters - Quantity: 2 
Dimensions 610 x 610 x 24 mm (L x W x H).

  Class F8 fine filter - filter surface area 40 m² 
- Dimensions: 610 x 610 x 292 mm. 

Conformity

Table dimensions
(mm)

Rate to apply 
(m³/h)

Permissible load 
(kg/m²)

Work surface dimensions 
(mm)

Overall dimensions
(mm)

1,200 x 800 2,000 200 1,070 x 740 1,850 x 810
2,000 x 800 3,000 200 1,870 x 740 2,000 x 810

Description Part number

Complements
A   Rear lateral or vertical outlet, 

Ø 250 mm

B  

TRC Ø 250 mm for silencer, 
1,200 x 800 table

TRC Ø 315 mm for silencer, 
2,000 x 800 table

Ordering

Hopper

Pre-filter

Fine filter

Fan

  Collecting hopper with dust drum under 
the work surface.

  Work surface height: 920 mm.
  Complements: Wheel kit for mobile table and H13 
high-performance filtration box.

A

B
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AMSFM table, 1,200 x 800 mm                    P900900012
AMSFM table, 2,000 x 800 mm                 P900900014

P000025243

P000027342

P000027343

Vertical outlet with silencer box P000009997

Wheel  kit  for  mobile  table  /             
HEPA H13 filtration box          /

Spare consumables
Metal pre-filter                                            P000009992  
Fine filter, 42 m²                                         P000009995
HEPA H13 filter, 42 m²                                  P000026550


